The Official Publication of the 
NATIONAL LOCKSMITH 
AUTOMOBILE ASSOCIATION™ 


™ 


Issue 
No.81 


www.TheNationalLocksmith.com 
Chat, Forums, Editorial, 
Online Store, Tech Support 


www.Laserkey.com 
Product & Technology Sales, 
Transponder Information Resources 


Here are the two best websites for Automotive Locksmiths: 


10.06 


2007 Cadillac Escalade 


1. The Cadillac Escalade has been completely redesigned for the 2007 model. 
The 2007 Escalade switches to the new GMT900 platform, which incorporates 
an active transponder for the first time on GM’s full size SUV and pickups. 


The 2007 Escalade uses the familiar “circle plus” key (Strattec 692361) 
the G0001–G3631 code series and can still be programmed on board by 
using the three 10-minute ignition cycles. I have found the easiest way 
to generate a key for this truck is to use the GM 6/7 Determinator in 
combination with disassembly of the glove-box lock or to pressure the 
sidebar and pick the ignition out. 


Door Lock Removal and Disassembly 


2. The driver side door is 
the only external lock on 
the 2007 Escalade. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 
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3. Begin by removing 
the trim piece behind 
the inside handle pull. 


4. Next, remove the bolt. 
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5. Next, remove the 
lock/unlock button. 


6. Now remove the 
trim piece by the 
inside door-pull. 
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7. Now remove the 
two screws holding 
the panel to the door. 


8. Now remove the 
triangular trim piece 
near the front of 
the window. 
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9. The panel can now 
be pulled outward. 


10. The door handle 
uses a cable to 
activate the 
door latch. 
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11. To disconnect the 
cable, unsnap it from 
the holder. 


12. Then release the 
cable stop. 
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13. To remove the 
driver’s door master 
switch, push up from 
the bottom. 


14. Now disconnect 
the plugs. 
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15. The panel can now 
be removed. 


16. Now remove 
the bolt that secures 
the front part of 
the handle. 
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17. Then remove 
the bolt that secures 
the rear part of 
the handle. 


18. You can now pull 
the handle outward. 
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19. This gives access 
to the horseshoe 
spring-clip that 
secures the cylinder 
to the handle. 


20. Release the 
linkage and the lock 
can be removed. 
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21. The door lock is 
easy to disassemble 
once removed. Begin 
by removing the “E” 
Clip and tailpiece. 


22. Now pry off the 
facecap and remove 
the cylinder. 
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23. The lock contains 
tumbler positions 
4–10 and the wafers 
are clearly stamped, 
“C5” would indicate 
a 5 depth. 


24. The ignition lock is 
not difficult to remove. 
It uses an active 
retainer that allows 
the cylinder to come 
out when in 
ACCESSORY position. 


Ignition Lock Removal and Disassembly 
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25. To remove the 
cylinder, begin by 
pulling outward on the 
tilt lever to remove it. 


26. Next remove the two screws 
that hold on the lower portion 
of the shroud. 
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27. Now remove the lower part of the shroud. 


29. Note the large transponder induction 
coil around the lock. 


28. Now release the upper shroud. 
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31. The cylinder can now be removed. 


30. With the key in ACCESSORY position insert a 
pick to depress the retainer. 


32. The code “G1314” is stamped on the cylinder 
and it contains tumbler positions 1–7. 
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33. In a lost keys situation the key can be 
programmed using the familiar 3 x 10-minute 
ignition cycles. Keys can also be added on board 
by inserting a working key and turning to ON for 
4 seconds , then within 5 seconds inserting the 
un-programmed key and turning to ON for 
4 seconds. The data display shows security status 
and the immobilizer light is in the tachometer. 


